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Abstract. Friction stir welding has been used in automobiles, locomotive, and aircraft structures. This metal
joining process exhibits defects like kissing bonds, micropores, and tunnels. Factors like the joining material, joint
thickness, tool geometry, and operating parameters control the defects in friction stir welding. The parameters like
tool rotation, tool pass speed, and tool force have a greater influence on the joint quality. In this study, these
parameters are considered to augment the strength of the joint andminimize defects. Themetal matrix composite
consisting of AA6061 matrix and 10wt. % SiCp reinforcement is joined used FSW. The weld parameters were
varied between 731 and 1068 rpm tool rotation speed, 0.33 and 1.17mm/s tool pass speed, and 11 and 28MPa tool
force. The joint strength varied from 165MPa to 244MPa. The numerical analysis using ANOVA revealed that
compared between the three parameters, the tool force had greater control over the tensile strength of the joint.
After optimization, the joint was made at a tool rotation speed of 910 rpm, tool pass speed of 0.77mm/s, and tool
force of 22.33MPa. The tensile strength increased to 249MPa after using the optimized weld parameters. The
number of defects in the joint was reduced after using the optimized weld parameters.

Keywords: Friction stir welding / metal matrix composite / optimized weld parameters / joint strength /
weld defects
1 Introduction

Ever since its discovery in 1991 by The Welding Institute,
UK, the solid-state metal joining process called the Friction
Stir Welding (FSW) has gained recognition as a versatile
metal joining process [1]. It is employed in joining metals
having varying properties like melting point, strength, and
thermal conductivity. FSW can also join alloys and
composite materials [2]. Its versatility has made it a
preferred joining process in industrial and scientific sectors
[3]. Aluminum alloys and their composites are used in
commercial materials like automobile wheels, bicycles,
sports watch, building panels, and industrial components
likeaircraft,marine structures, locomotivebodies, andboiler
shells [4–10]. Incorporating silicon carbide particulates into
the aluminum alloy enhances the tensile strength, hardness,
impact strength, and corrosion resistance [11–15].

Composites of aluminum can be joined using FSW.
However, factors such as the thickness of the material, the
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composition of the reinforcement material, geometry of the
reinforcement used, tool material, the geometry of the tool,
welding parameters, and ambient condition play an
important role in the quality of the joints produced using
FSW [16–20]. Figure 1 shows the FSWwelding parameters.
The quality of thewelded joint is determinedby the strength
exhibitedby the joint.FSWjoints exhibit defects like cracks,
kissingbonds, tunnels, andporosity [10,21–25].Thepresence
of defects in the joint can reduce the joint quality.

Selection of optimum parameters for the FSW through
the experimental approach using the trial and errormethod
is a difficult task. The numerical approach reduces the time
and cost involved in determining optimized parameters,
while simultaneously increasing the accuracy of the
predicted parameters [26]. Optimization tools like ANOVA
can provide dependable values that can be used to obtained
FSW joints with enhanced strength and reduced defects. In
this study, optimization of the FSW parameters is carried
out on the Metal Matrix Composite (MMC) containing
AA6061 as matrix element and 10wt.% of Silicon Carbide
particulates (SiCp) as the reinforcement. Tool rotation,
tool pass speed, and tool force were selected as the
monsAttribution License (https://creativecommons.org/licenses/by/4.0),
in any medium, provided the original work is properly cited.

https://orcid.org/0000-0001-9825-6503
https://orcid.org/0000-0002-3363-4478
mailto:rnarenshankar@gmail.com
https://www.edpsciences.org
https://doi.org/10.1051/smdo/2021028
https://www.ijsmdo.org
https://creativecommons.org/licenses/by/4.0


Fig. 1. FSW parameters influencing joint quality.
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parameters for optimization using ANOVA. The param-
eters are optimized to augment the tensile strength of the
FSW joints and also reduce the defects in the joint.
2 Experimental work

Experimental investigation of FSWwas carried out in butt
joint configuration on the MMC containing 10wt.% of
SiCp reinforcement particulates in the AA6061matrix [12].
Hardened steel EN08 was selected as the material for the
non-consumable tool to making the joint. A square pin
profile with a D/d ratio of 3:1 (where ‘D’ is the shoulder
diameter of the tool and ‘d’ is the tool pin diameter) was
selected for the tool because of its ability to produce joints
with minimal defects [27].

The joints were made using an indigenously developed
FSWmachine in Vel Tech Multi Tech Engineering College,
Chennai, Tamil Nadu, India. The machine specification
included: 730–1070 rpm spindle speed (clockwise),
0.30–1.20mm/s tool pass speed, and 10–30MPa resultant
force on the tool. Fifteen experimental runs weremade using
different combinations of the weld parameters mentioned
above. Tensile strength of the FSW specimen was found
using Universal Testing Machine (UTM) (FIE-Blue Star,
India; Cap. 0-100KN,Model: Instron-UNITEK-94100). The
test specimen was made as per ASTM E8M-04 standard.
Table 1 shows the tensile strength of the FSW joint
obtained from the fifteen runs. The combinations of
parameters: 900 rpm, 0.75mm/s, and 20MPa developed
the highest tensile strength of 244MPa. Hence, the set
parameters were repeated five times to get the following
readings: 249, 246, 247, 248, and 252MPa respectively.

3 Optimization technique

Few research articles show the relevance of optimization in
the study of welding parameters and its effect on joint
quality [28,29]. In this study, the optimization was carried
out in an attempt to reduce the defects while enhancing the
tensile strength in the FSW joint. Design of Experiment
(DOE) approach using Central Composite Design (CCD)
was used for the optimization. The feasible working limits
for the three FSWparameters were set as shown in Table 2.
The CCD had five level factorial design clustered into three
groups, i.e., eight design points, six-star points, and six
center points as shown in Table 3. The five levels were
subsequently denoted as:�1.68,�1, 0, 1, 1.68 respectively.

3.1 Development of empirical relationship to predict
the maximum strength of joint

Optimization of the FSWparameters was carried out to get
joints with minimal defects. Equation (1) shows the
relationship between the tensile strength of the FSW joint
and the three parameters considered for the optimization.
The second-order polynomial equation was used while



Table 2. Feasible working limits of FSW parameters.

Parameters Notations Units Levels

–1.68 (–1) (0) (+1) +1.68

Rotational speed of tool A rpm 731.00 800.00 900.00 1000.00 1068.00
Tool pass speed B mm/s 0.33 0.50 0.75 1.00 1.17
Tool force C MPa 11.00 15.00 20.00 25.00 28.00

Table 1. Tensile strength obtained from the MMC.

S. no. Tool rotation speed (rpm) Tool pass speed (mm/s) Tool force (MPa) Tensile strength (MPa)

1 800 0.5 15 165
2 1000 0.5 15 185
3 800 1 15 177
4 1000 1 15 187
5 800 0.5 25 198
6 1000 0.5 25 192
7 800 1 25 203
8 1000 1 25 189
9 731 0.75 20 175
10 1068 0.75 20 178
11 900 0.33 20 184
12 900 1.17 20 192
13 900 0.75 11 196
14 900 0.75 28 226
15 900 0.75 20 244
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determining the joint strength as shown in equation (2).

TS ¼ f{A;B;C} ð1Þ

TS ¼ b0 þ b1ðAÞ þ b2ðBÞ þ b3ðCÞ þ b12ðA:BÞ
þ b13ðB:CÞ þ b23ðA:CÞ þ b11ðA2Þ
þ b22ðB2Þ þ b33ðC2Þ ð2Þ

where TS is the tensile strength of the joint, b0 is the
average of the response values, and b1, b2, b3… b33 are
regression coefficients which depends on factors like
linear movement, interactive forces, and the respective
squared terms.

Equation (3) shows the final empirical relationship for
the desired tensile strength of the FSW joint produced on
the MMC.

TS ¼ 247:71þ 1:10Aþ 2:16Bþ 8:67C� 2:25A:B

� 6:25B:C� 1:50A:C� 25:47A2 � 21:40B2

� 13:27C2 ð3Þ
3.2 ANOVA analysis

TheCCDwas carried out with the help of ANOVA.Table 4
shows the goodness of fit, that was found to ensure that the
input parameters, i.e., tool rotation speed, tool pass speed,
and tool force were consistent between the actual and
predicted values. The goodness of fit is the statistical tool
that is used to check whether the sample data from the
population distribution fit with the normal distribution.
The coefficient of variation (C.V.%) of 1.04%, suggests
good precision and reliability required for carrying out the
optimization. The Predicted Residual Error Sum of Squares
(PRESS) is determinedbymultiplying 100 to the ratio of the
standarddeviationandthemean.Thegoodness offit showed
adequacy in precision greater than 54.
4 Result and discussion

4.1 Experimental investigation

The quality of the FSW joints produced on the MMCs was
visually examined as shown in Figure 2. Comparative
analysis was made by varying the parameters used to make



Table 3. ANOVA analysis using a central composite design.

Standard order Run order Coded value Tensile strength (MPa)

A B C

1 12 –1 –1 –1 165.00
2 2 1 –1 –1 185.00
3 4 –1 1 –1 177.00
4 20 1 1 –1 187.00
5 9 –1 –1 1 198.00
6 1 1 –1 1 192.00
7 17 –1 1 1 203.00
8 6 1 1 1 189.00
9 7 –1.68 0 0 175.00
10 13 1.68 0 0 178.00
11 10 0 –1.68 0 184.00
12 3 0 1.68 0 192.00
13 15 0 0 –1.68 196.00
14 5 0 0 1.68 226.00
15 19 0 0 0 244.00
16 11 0 0 0 249.00
17 18 0 0 0 246.00
18 8 0 0 0 247.00
19 14 0 0 0 248.00
20 16 0 0 0 252.00

Table 4. Goodness of fit.

Standard Deviation 2.15

Mean value 206.66
C.V. % 1.05
PRESS. 119.97
R2 0.99732
Adj. R2 0.9947
Pred. R2 0.9931
Adequate Precision 54.115
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the FSW joints. When the input parameters were low, i.e.,
the tool rotation speed of 731 rpm, tool pass speed of
0.75mm/s, and tool force of 20MPa, the frictional heat
required to plasticize the weldment was insufficient. The
onion rings over the surface of the joint were observed as
the material transfer was initiated by the non-consumable
tool. However, the insufficient frictional heat restricted the
weldment to reach the retreating side. As the result, metal
protrusion occurred along the advancing side. The onion
rings thus formed were uneven along the joint as shown in
Figure 2a.

When the input parameters were low, i.e., the tool
rotation speed of 1068 rpm, tool pass speed of 0.75mm/s,
and tool force of 20MPa, frictional heat on the weldment
was in excess. As the result, the weld region below the tool
shoulder expanded, leading to the transfer of weldment to
reach the retreating side and further travel to the advancing
side. Hence, onion rings did not form over the FSWas shown
in Figure 2b. Protrusion of the weld metal was observed on
both sides of the weld joint, indicating that the weldment
made excess movement during the FSW process.

For the tool rotation speed of 900 rpm, tool pass speed
of 0.33mm/s, and tool force of 20MPa, the frictional heat
was sufficient to plasticize the matrix element in theMMC.
However, the low pass speed of the tool leads to the excess
transfer of weldment from the advancing side to the
retreating side. The excess material then protruded along
the advancing side as shown in Figure 2c. The transition of
weldment from the retreating side and back to the
advancing side resulted in the onion rings occurring fairly
close to each other.

For the tool rotation speed of 900 rpm, tool pass speed of
1.17mm/s, and tool force of 20MPa, the frictional heat
developed during the joining process was sufficient to
plasticize the matrix of the MMC. However, the tool moved
relatively fast, leading to excess deposition of weldment along
theretreatingsideasshowninFigure2d.ThiscausedtheFSW
jointtohaveanunsymmetricalandstretched-outregionalong
the retreating side. The distorted appearance of the weld pin
indentation in theFSWjoint indicates that the sharp edges of
the tool caused the pulsed transfer of the weldment.

For the tool rotation speed of 900 rpm, tool pass speed
of 0.75mm/s, and tool force of 11MPa, the relatively low
tool force greatly reduced the frictional heat necessary to
plasticize the matrix element of the MMC. Sufficient heat



Fig. 2. The surface state of some obtained joints using varying parameters in FSW. (a) 731 rpm tool rotation speed. (b) 1068 rpm tool
rotation speed. (c) 0.33 mm/s tool pass speed. (d) 1.17 mm/s tool pass speed. (e) 11 MPa tool force. (f) 28 MPa tool force.
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energy required to plasticize the materials was provided by
the tool pin. However, it leads to improper transfer of
weldment fromtheadvancingsidetotheretreatingside.This
was because the tool shoulder did not supply the required
friction to heat and plasticize the material below it. Metal
protrusion occurred along the advancing side and the onion
rings were observed at disproportional intervals along the
produced FSW joint as shown in Figure 2e.

For the tool rotation speed of 900 rpm, tool pass speed
of 0.75mm/s, and tool force of 28MPa, the tool force was in
excess. This resulted in increased frictional heat generated
by the tool shoulder over the surface of the joiningmaterial.
The excessive tool force plunged the tool shoulder into the
weldment as shown in Figure 2f. The excessive frictional
heat increased the plasticized region below the tool
shoulder, resulting in the transfer of material to the
retreating side and back to the advancing side. This caused
the metal protrusion to occur along both sides of the joint.
4.2 Numerical Investigation

The results obtained during the numerical analysis using
ANOVA are provided in Table 5. The ratio between the
maximum and minimum tensile strength of the FSW joint
was 1.52727. Because of this, the analysis was not subjected
to transformation. As desired for the analysis, the
probability value was greater than the F value. This
indicates that the model that is considered for the analysis
is significant. Likewise, the interaction effect between the
FSWparameters was also significant. However, the Lack of
Fit was non-significant as desirable for the ANOVA.

The response surfaces were used to infer the result
obtained during the numerical investigation. The numeri-
cal analysis was carried out by keeping one of the input
parameters, i.e., tool rotation speed, tool pass speed, and
tool force as constant while varying the other two
parameters. The influence of the three parameters on the



Fig. 3. Numerical analysis of tensile strength of joint with weld parameters. (a) Tool pass speed vs rotation speed (RSM). (b) Tool
force vs rotation speed (RSM). (c) Tool force vs tool pass speed (RSM).

Table 5. Numerical results.

Source Sum of Squares df Mean square F value Prob > F

Model 17205.56 9 1912.85 415.66 <0.0001 (significant)
A-Tool Rotation Speed 15.59 1 15.59 3.61 0.0869
B-Tool Pass Speed 62.55 1 62.55 14.80 0.0041
C-Tool Force 1028.44 1 1028.44 222.38 <0.0001
A.B 41.51 1 41.51 8.81 0.0142
A.C 313.51 1 313.51 68.95 <0.0001
B.C 19.02 1 19.02 3.90 0.0762
A2 9347.31 1 9347.31 2032.95 <0.0001
B2 6601.15 1 6601.15 1435.92 <0.0001
C2 2536.27 1 2536.27 550.63 <0.0001
Residual 45.01 10 4.61
Lack of Fit 8.56 5 1.74 0.24 0.9327 (not significant)
Pure Error 38.34 5 7.48
Cor. Total 17253.56 19
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Fig. 4. The desirability of factors over response.
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response, i.e., the tensile strength of the FSW joint was
analyzed. The 3D response surfaces for the varying input
parameters on the response are shown in Figure 3a–c.

It is observed that the two input parameters: tool
rotation speed and tool pass speed are independent of each
other in affecting the response as seen in Figure 3a. This
signifies that while maintaining constant tool force, the tool
rotation speed and tool pass speed have equal influence on
the tensile strength of the produced FSW joint. It is
observed that the tool force has a greater influence on the
response compared to the tool rotation speed as seen in
Figure 3b. The response varies by increasing the tool force
and reducing the tool rotation speed. Figure 3c reveals that
the tool pass speed is independent of the response and the
tool force has greater influence, while the tool rotation
speed is held constant.

The numerical analysis shows that by varying the tool
pass speed between 0.54mm/s and 0.96mm/s, the
maximum tensile strength of the FSW joint can be
attained. This is because the tool pass controls the even
distribution of the weldment from the advancing side to the
retreating side. However, when the tool pass speed is less
than 0.54mm/s, excessive deposition of weldment occurs.
Improper joining can result when the tool pass speed is
greater than 0.96mm/s. This is because the weldment does
not flow to the retreating side, leading to defects like
particulate agglomeration, cracks, tunnels, wormholes, and
kissing bonds. The numerical analysis shows that the tool
force should be greater than 16MPa to get maximum
tensile strength of 240MPa.

4.3 Optimization of weld parameters

The three input parameters considered for this study
were subjected to optimization for augmentation of the
tensile strength of the FSW joint and also to minimize
the weld defects. During the optimization of the input
parameters, the tool rotation speed was set
between 798 rpm and 1000 rpm. Similarly, the tool pass
speed was allowed to vary between 0.54mm/s and
0.96mm/s. The tool force was varied between 16MPa
and 30MPa. The desirability using the optimized
input parameters was 0.968, which is closer to unity as
shown in Figure 4.

After fixing the tool force as 22.3MPa, the tensile
strength of the FSW joint was sensitive to tool rotation
speed and tool pass speed. In another case, it was observed
that the tool rotation speed and the tool force were
independent of the tensile strength of the FSW joint when
the tool pass speed was set as 0.77mm/s. These parameters
increased the tensile strength to 249.174MPa.

4.4 Validation of developed model

Table 6 shows the summarization of the optimized weld
parameters obtained during this study. The experimen-
tation was carried three times to validate the optimized
model. It was found that by altering any one of the
factors, the tensile strength of the joint diverged from
the maximum value. This shows that any deviation in
the factors or input variable from the optimized
values will lead to the reduction of the tensile strength
of the joint.

FSW joint was made on the MMC produced for this
study as shown in Figure 5. The input parameters used for
preparing the joint are tool rotation speed of 910 rpm, tool
pass speed of 0.77mm/s, and tool force of 22.33MPa. The
image shows that the frictional heat was sufficient to carry
out the joint. The proportion between the indentation of
the tool pin and the width of the tool shoulder in the FSW
zone supports the claim. Onion rings were evenly placed in
the joint. The metal protrusion was observed only at the



Fig. 5. FSW joint made on the MMC.

Table 6. Developed model validation.

Input parameters Tensile
strength (MPa)

Deviation from optimum
response value (MPa)

Tool rotation
speed (rpm)

Tool pass
speed (mm/s)

Tool
force (MPa)

875 0.77 22.33 248.777 0.397
910 0.77 22.33 248.996 0.178
896 0.72 22.33 248.908 0.266
896 0.81 22.33 248.947 0.227
896 0.77 21.3 248.99 0.184
896 0.77 23.3 248.988 0.186
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end of the joint. This phenomenon is attributed to the
misalignment in the clamping provided at that end of the
MMC. The maximum tensile test obtained after using the
optimized weld parameters was 248.99MPa.

4.5 Optimized vs non-optimized weld parameters in
FSW joints

After the tensile test, the fractured surface of the FSW
joints on the MMC (AA6061+10wt.% SiCp) was
analyzed using Scanning Electron Microscope (SEM) to
find the presence of defects. A comparison was
made between SEM images obtained between the
non-optimized specimen and its optimized counterpart
as shown in Figure 6. The non-optimized FSW joint
revealed cleavages and dimples in the fractured surface as
shown in Figure 6a. This indicates that the MMC had
both ductile and brittle characteristics. There were many
defects likeatunnel,graindisbanding,particleagglomeration,
microvoids, and micropores. The presence of fine grains and
coarsegrainstructure inthe fracturedsurfaceshowsthatthese
defects formed on the Thermo Mechanically Heat Affected
Zone (TMAZ) of the FSW joints. The many defects in the
FSW joints show that the weld parameters were not able to
generate sufficient frictional heat energy required to obtain
good quality joint.
The optimized FSW joint revealed dimples in the
fractured surface on the TMAZ as shown in Figure 6b. This
indicates that the grain restructuring occurred properly in
the weld zone. The reformed grains in the TMAZ were
smaller and rounded compared to their non-optimized
counterpart. The defects such as particle agglomeration,
tunnel defects, and microvoids did not occur in the FSW
joint made using optimized weld parameters. However,
defects like micropores and grain disbanding were present
in the FSW joint. This shows that the optimization of the
weld parameters contributed to the augmentation of the
weld quality.

5 Conclusion

Friction stir welding was carried out on the metal matrix
composite. The composite was made using aluminum alloy
(AA6061) matrix and silicon carbide particles (10wt.%)
reinforcements. Three different weld parameters, i.e., tool
rotation speed (731–1068 rpm), tool pass speed
(0.33–1.17mm/s), and tool force (11–28MPa) were
considered during the welding process. By varying the
weld parameters, the produced joints exhibited tensile
strength ranging from 165MPa to 244MPa. Defects such
as tunnel, grain disbanding, particle agglomeration,
microvoids, and micropores were observed in the produced
joint. Numerical analysis using ANOVA, a three factorial
central composite design was carried out to optimize the
weld parameters to augment the strength of the joint and
reduce the defects. The numerical analysis revealed that
out of the three weld parameters, the tool force had a
greater influence on the tensile strength of the joint.
Optimization of the weld parameters revealed that tool
rotation speed of 910 rpm, tool pass speed of 0.77mm/s,
and tool force of 22.33MPa increased the tensile strength
of the joint to 248.99MPa. The joint thus produced was
analyzed using the scanning electron microscope. The
analysis revealed minimal defects like metal protrusion at
the end of the joint, micropores, and grain disbanding.
The number of defects was reduced and the tensile
strength of the joint increased after using the optimized
weld parameters.



Fig. 6. SEM images of FSW joint. (a) Non-optimized. (b) Optimized.
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